
SLC-Box Zhaga Connection

The SLC-Box Zhaga Connection is equipped with 
a Lumawise Endurance S socket from TE connec-
tivity (Zhaga-connectivity module). An operator 
can easily equip it with a SLC-Hub or SLC-Motion 
via plug and play. 

Dimensions

Description
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Cable Gland
Material Polyamide
Membrane ePTFE
Temp. range -40°C - 100°C
Protection Class IP 68/69
Cable Diameter 4.5 - 10 mm
Torques cap nut 1.5 Nm
Color RAL7035

Block Connectors
Material Polyamide
Temp. range -35°C - 100°C
Connection external

Solid:
2 x 0.5 - 2.5 mm²
Stranded:
2 x 0.75 - 2.5 mm²
Flexible, sealed:
2 x 1.5 - 2.5 mm²

internal
Solid:
1 x 0.5 - 1.5 mm² and 
1 x 0.5 - 2.5 mm²
Stranded:
1 x 0.75 - 1.5 mm² and
1 x 0.75 - 2.5 mm²

capacitor
Solid
1 x 0.5 - 0.75 mm²

Zhaga Socket
Standard Zhaga
Temp. range -40°C - 90°C
Protection Class IP 65/66

Housing

Material ABS
Temp. range -20°C - 80°C
Protection Class IP 65
Fire Class UL 94 HB
Measurement 90x115x80 mm
Color Dark Grey or Light Grey
Torque cover and 
mounting holes

1.2 Nm

SLC-Box Zhaga Connection

Wiring

Wago Connectors
Material Polyamide
Connection 2 x 0.4 - 4 mm²
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